APPROX. GRADE

TYPICAL ROOF CONSTRUCTION

MIN. 30 YR. ARCHITECTURAL SHINGLES

1/2" PLYWOOD OR TECHSHIELD ROOF SHEATHING
2 x 4 SPF #2 RAFTERS @ 16" O.C.

W/ PLYWOOD GUSSETS (TYP.)

~DOUBLE 2 x 4 TOP PLATE

QUAKER

~SINGLE 2 x 4 BOTTOM PLATE

u;

TYPICAL ROOF OVERHANGS
4" EAVE & 2" GABLE O.H.
W/ SOFFIT

1 x 6 FACEBOARD

TYPICAL EXTERIOR WALL CONSTRUCTION
/7 1/2" PLYWOOD W/ VINYL SIDING

OR 1/2" DURATEMP SIDING (PAINTED)
2 x4 STUD WALL @ 16" O.C.

APPROX. GRADE
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TYPICAL FLOOR CONSTRUCTION
5/8" PLYWOOD SUBFLOOR

2 x 4 SPF #2 FLOOR JOIST @ 12" O.C.
4 x 4 PT. SKIDS SPACED EQUALLY
CRUSHED STONE BASE

8'-0" THRU 12'-0"

Section

SCALE: 1/4" =1'-0"

DOORS FOR QUAKERS

VINYL SIDED QUAKERS INCLUDE 1 SET OF
DOUBLE FIBERGLASS DOORS (WITHOUT WINDOWS)

PAINTED QUAKERS INCLUDE 1 SET OF PAINTED
DOORS (WITHOUT WINDOWS)

ALL 8' WIDES: 4' WIDE DOORS

ALL 10" WIDES: 5' WIDE DOORS
ALL 12" WIDES: 6' WIDE DOORS

WINDOWS FOR QUAKERS

8x8, 8x10, AND 10x10 QUAKERS INCLUDE
1-18"x 27" WINDOW W/ SHUTTERS OR TRIM

ALL LARGER SIZES INCLUDE 2 - 18" x 27"
WINDOWS W/ SHUTTERS OR TRIM

NEW ENGLAND SHEDS INCLUDE
18" x 36" WINDOWS W/ SHUTTERS OR TRIM

ROOF PITCHES FOR QUAKERS

ALL QUAKERS INCLUDE 6/12 ROOF PITCH ON
THE BACK AND 7/12 ROOF PITCH ON THE FRONT

HEIGHT TO PEAK

8'-0" WIDE = 9'-6" HIGH
10'-0" WIDE = 10'-0" HIGH

12'-0" WIDE = 10'-1" HIGH




